a 23-year-old male Hispanic public employee was killed when he was struck by a wheel and tire assembly that had separated from the axle of a flatbed pulled by a tractor-trailer truck. The victim was a laborer working on a road maintenance crew. On the day of the incident, the victim and one other worker were trimming grass with string trimmers on the southbound highway berm underneath an overpass, approximately six feet from a major New Jersey highway. • Employers of roadway work crews should assign a "spotter" to observe oncoming traffic; and workers should be trained to face oncoming traffic, whenever possible.
INTRODUCTION
On June 19, 2007, a federal OSHA compliance officer notified NJ FACE staff of the death of a 23-year-old worker who was killed after being struck by a tire (with rim) that had separated from a passing tractor-trailer truck. A FACE investigator contacted the employer, and arranged to conduct an investigation, which took place on August 13, 2007. During the visit, the FACE investigator interviewed the immediate supervisor and colleagues of the deceased. Additional information was obtained from the medical examiner's report and employer incident summary.
The victim was a public employee, and had worked as a laborer on the road maintenance crew of a government agency for approximately two years. One other road maintenance crew laborer was working at the site on the day of the incident. Employee health and safety training, as well as job training, was conducted by the employer and through the union.
INVESTIGATION
The incident occurred near a grassy area along the shoulder of the southbound side of a major highway in New Jersey. Two workers were assigned to trim the grass around poles and delineators. A truck with a rear-mounted attenuator (bump truck) was stationed approximately 25 feet north of the incident site (see Figure 1) , a lead truck (cover truck) between the attenuator and the site (see Figure 2) , as well as two advanced warning signs. While the workers were trimming grass, two rear tandem wheels separated from the axle of a flatbed trailer being pulled by a tractortrailer truck traveling southbound on the highway adjacent to the incident site. One wheel rolled onto the center median. The other wheel rolled past the attenuator-equipped truck and struck the victim. The coworker witnessed the wheel rolling along the roadway and immediately radioed the victim, but received no response. The coworker walked back toward the incident scene and saw that the victim was lying on the ground. The worker called 911, and police and rescue workers arrived at the scene within minutes. The responders did not find any vital signs, and the victim was pronounced dead at the scene via telemetry.
According to the employer, the wheel and tire assemblies completely separated from the axle of the moving truck trailer because the lug nut studs sheared off from the wheel hub. Figures 3 and 4 show the wheel involved in the incident and the axle from which it separated, respectively. When the tire struck the victim, the victim was apparently thrown against an adjacent bridge abutment, landing approximately 30 feet from the initial point of impact with the wheel. Figure 5 shows an overview of the incident site. 
New Jersey Public Employees Occupational Safety and Health (PEOSH) Program
The PEOSH Act covers all NJ state, county, and municipal employees. Two state departments administer the Act; the NJ Department of Labor and Workforce Development (NJDLWD), which investigates safety hazards, and the NJ Department of Health and Senior Services (NJDHSS) which investigates health hazards. PEOSH has information that may also benefit private employers. 
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